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1024t Switch Aggregation and Uplink
Mode

Overview

The DGS-1024T blends plug & play simplicity with exceptional performance and
reliability, to create cost effective solution for bandwidth-starved workgroups and
departments.

Key Takeaways

The DGS-1024T is an unmanaged switch, so it does not support configurable link
aggregation or uplink modes; all ports operate independently at 10/100/1000 Mbps,
with two combo SFP ports available for flexible uplink connections.

Port Overview

The DGS-1024T features 24 tri-speed 10/100/1000 Mbps RJ-45 ports and 2 combo SFP
ports. Each port operates independently at full-duplex wire-speed, providing
automatic speed detection and auto-negotiation. The combo SFP ports allow either
copper (RJ-45) or fiber (Mini-GBIC) connections, but only one of the two options can
be active at a time per combo port.

Aggregation (Link Trunking)Since the DGS-1024T is an unmanaged Layer 2 switch, it
does not support manual link aggregation or LACP (IEEE 802. 3ad). This means you
cannot configure multiple ports to act as a single logical link for increased bandwidth
or redundancy.

Any aggregation must be handled at the connected devices (e.g., servers or
managed switches) that support static or dynamic link aggregation, but the switch
itself will treat eagh port independently. .
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Uplink Mode

The switch does not have a dedicated uplink port. Instead, any of the 24 copper ports
or the combo SFP ports can be used to connect to another switch, router, or server.
The combo SFP ports are particularly useful for uplinks to a backbone network using
fiber optics, providing flexibility for longer distances or higher reliability.

Only one port in each combo pair can be active at a time, so if you use the SFP
module, the corresponding copper port is disabled.

Practical Recommendations

Use the combo SFP ports for uplinks to other switches or network backbones,
especially if fiber connectivity is required. For high-bandwidth connections between
devices, consider connecting to a managed switch that supports link aggregation, as
the DGS-1024T cannot combine multiple ports into a single logical link. Ensure proper
cabling and port selection to maintain full-duplex operation and avoid collisions,
particularly when connecting to gigabit-capable devices.

In summary, the DGS-1024T provides flexible, high-speed connectivity with
independent ports and combo SFP uplinks, but does not support configurable
aggregation or uplink modes. For advanced link aggregation, a managed switch is
required.

Article Content
DGS-1024T 24-Port 10/100/1000 + 2 combo SFP Switch | D-Link

The DGS-1024T blends plug & play simplicity with exceptional performance and
reliability, to create cost effective solution for bandwidth-starved workgroups and
departments.

D-Link DGS-1024T

The DGS-1024T Switch unit is equipped with twenty-four ports providing dedicated
10, 100 or 1000 Mbps bandwidth. These ports can be used for connecting PCs,
servers, hubs and other Ethernet devices.

D-LINK DGS-1024T SWITCH USER MANUAL | ManualsLib

Switch Description The DGS-1024T Switch unit is equipped with twenty-four ports
providing dedicated 10, 100 or 1000 Mbps bandwidth. These ports can be used for
connecting PCs, servers, hubs and

Connect to Network Backbone or Server. D-Link DGS-1024T
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This unmanaged switch is a plug-and-play solution, making it easy to set up and
integrate into your existing network infrastructure. The DGS-1024T supports Gigabit
Ethernet technology, delivering

D-Link DGS-1024T | Product Manual

Link DGS-1024T Unmanaged Gigabit Ethernet Switch The switch acts as a high-speed
selective bridge between the individual segments. Traffic that needs to go from one
segment to another is

D-Link DGS-1024T

The switch acts as a high-speed selective bridge between the individual segments.
Traffic that needs to go from one segment to another (from one port to another) is
automatically forwarded by the switch,

D-Link DGS-1024T : User''s Manual

D-Link DGS-1024T Unmanaged Gigabit Ethernet Switch The switch acts as a high-
speed selective bridge between the individual segments. Traffic that needs to go
from one segment to another is

FortiLink Guide for FortiSwitchOS 7.4 | PDF | Network Switch

This document provides guidance on configuring and managing FortiSwitch units
using FortiLink. It includes information on enabling FortiLink on FortiGate, discovering
and authorizing FortiSwitch

10 Gigabit Ethernet Smart Managed Switches

10 Gigabit Ethernet Connection The DXS-1210-28T/28S are both high-port 10G
switches, perfect choices for an SMB core switch or an Enterprise aggregation switch

D-LINK DGS-1024TG USER MANUAL Pdf Download | ManualsLib

DGS-1024T Gigabit Ethernet Switch General Description of Switch The D-Link''s new
unmanaged the DGS-1024T provides 22 1000BASE-T copper ports and 2 Combo
(LOOOBASE-T/Mini-GBIC) ports.

Tenda TEG1024F 24-Port Gigabit Unmanaged Switch

Tenda TEG1024F is a 24-port gigabit unmanaged switch with 2 SFP slots, providing
fast and stable wired network connectivity for various applications. It supports

How to configure link-aggregation in 2 main board of MA5608T

Issue DescriptionThe MA5608T does not have a uplink board. the main control boards
work as uplink board and provide uplink ports . for the requirement of network
redundancy and security or extend
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What is MLAG and How to Configure MLAG on PicOS® Switches

What is MLAG? In modern enterprise and data center networks, the demand for
higher reliability, better bandwidth utilization, and non-stop service has driven the
need for technologies that

TL-SG1024 | 24-Port Gigabit Rackmount Switch | TP-Link

What This Product Does The TL-SG1024 Gigabit Ethernet Switch provides you with a
high-performance, low-cost, easy-to-use, seamless and standard upgrade to improve
old network to 1000Mbps

D-Link DGS-1024T

The DGS-1024T Manual contains information for setup and management and of the
DGS-1024T switch. This guide is intended for network managers familiar with network
management concepts and

DGS-1016T/DGS-1024TG User''s Guide

As Layer 2 switches, all ports of the DGS-1024T provide wire-speed switching by
hardware-based ASIC. With a height of 1U and a standard rack-mount size, the
switches are especially suitable for a

SX1024: The ldeal Multi-Purpose Top-of-Rack Switch

The ToR switch is connected to each of the servers, aggregates the trafic from all of
them, and provides the uplink connectivity toward the aggregation layer of the data
center. Since many of the available

24-Port Gigabit Rackmount Network Switch

What This Product Does The TL-SG1024 Gigabit Ethernet Switch provides you with a
high-performance, low-cost, easy-to-use, seamless and standard upgrade to
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Contact Us

Continue your research online:

Website: https://artduferoger.fr
Technical inquiry: https://artduferoger.fr/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.

© 2026 ROGER FIBRE ATELIER - All rights reserved


http://www.tcpdf.org

