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Cable Tray Coating Specification Table

Overview

GUIDE CABLE TRAYS TECHNICAL In accordance with its continuous impro-vement
policy, Legrand reserves the right to change the specifications and illus-tratio.

Key Takeaways

Cable trays are manufactured in various materials and coatings, including pre-
galvanized steel, hot-dip galvanized steel, stainless steel, powder-coated steel, and
aluminum-zinc-magnesium alloys, with dimensions standardized according to
international and national standards. Coating and Material SpecificationsPre-
Galvanized Steel: Meets ASTM A653 standards with G90 zinc coating for corrosion
protection.

Hot-

Dip Galvanized Steel: Coated according to ASTM A123 for enhanced durability in
industrial environments. Stainless Steel: Available in AISI 304, 316, and 316L grades,
offering high corrosion resistance, especially in chlorinated or aggressive
environments.

Powder-

Coated Steel: Pre-treated and coated to IEC standards, providing additional
protection and aesthetic finish. Aluminum-Zinc-Magnesium (Alu-Zinc + Mg): Offers
excellent corrosion resistance with self-healing properties on cut edges, suitable for
highly aggressive environments.
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HRCA and CRC

A Steel: Hot-rolled and cold-rolled close-annealed steel conforming to 1S2062 and
IS513 standards, respectively.

Standards Compliance

Cable trays are manufactured in accordance with: NEMA VE 1 - Metallic Cable Tray
SystemsNEMA VE 2 - Installation GuidelineslEC 61537 - Cable Tray Systems and
Cable Ladder SystemsASTM Standards - A123, A653, B633, A1008, A1011 for steel
and zinc coatings. Dimensions Table (Typical Examples)Tray TypeHeight (H)
mmWidth (W) mmLength (L) mmMaterial/CoatingZN100tIG501003000AIlu-Zinc / AlSI
304ZN200tIG751503000Ho0t-Dip GalvanizedZN300tIG1002003000Pre-Galvanized
SteelZN450tIG1503003000Stainless Steel 316LZN500tIH2004003000Powder-Coated
SteelNote: The above table represents typical dimensions; actual tray profiles may
vary depending on manufacturer and project requirements.

Additional Features

Rung Spacing: Ladder-type trays typically have 150-230 mm spacing to support
cables and maintain bend radius. Ventilated vs Solid Bottom: Ventilated trays allow
heat dissipation; solid trays are used where aesthetics or protection from dust is
required. Accessories: Includes bends, tees, elbows, drop-outs, reducers, and covers
compatible with the tray system.

Summary

Cable trays are available in multiple materials and coatings to suit environmental and
mechanical requirements. Dimensions and profiles are standardized, and compliance
with NEMA, IEC, and ASTM standards ensures safety, durability, and compatibility
across installations. Proper selection of material, coating, and tray type is essential
for long-term performance and corrosion resistance.

Article Content
GUIDE CABLE TRAYS TECHNICAL

In accordance with its continuous impro-vement policy, Legrand reserves the right to
change the specifications and illus-trations without notice. All illustrations,
descriptions and technical information

12-SDMS-06

Cable tray shall be fabricated either from corrosion resistant metal such as aluminum
alloy or carbon steel with corrosion resistant coating such as zinc coatings as
specified in the data schedule.

Cable Tray Technical Guide A practical guide to product selection and ...
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Conductors used in cable tray must be specified in Table 19 of the CEC and, except
where permitted under paragraphs [12-2202(2)] and [(3)], covered by a continuous
metal sheath or an interlocking

CABLE TRAYS

All illustrations, descriptions and technical information included in this document are
provided as indications and cannot be held against Legrand. The primary function of
a cable tray is to be a

Cable Tray Technical Specifications | PDF | Galvanization ...

The document provides a technical data sheet for cable trays including ladder and
perforated types. It lists specifications for material, thickness, dimensions, loading
capacity, fittings and accessories. Key

Cable tray manual

These documents: ANSI/NEMA VE-1, Metal Cable Tray Systems; NEMA VE-2, Cable
Tray Installation Guidelines; and NEMA FG-1, Non Metallic Cable Tray Systems, are an
excellent industry resource in

Product Specifications: CABLE TRAY

FDG CABLE TRAY ng; Power, Data, and Audio Visual. A quick and easy system to
install without the need for specialised tools or equipment, makes it a first choice for
Comm solution that works for your

Full cable tray systems specification document

The work covered under this section consists of the furnishing of all necessary labor,
supervision, materials, equipment, tests and services to install complete cable tray
systems as shown on the

LEGRAND CABLE TRAYS TECHNICAL GUIDE

NEMA VE 1-2017 Specifies requirements for metal cable trays and associated fittings
designed for use in accordance with the rules of Canadian Electrical Code, Part | and
the National Electrical Code®

TECHNICAL AND SIZING DATA

A PVC coating is recommended on bare steel tray and aluminum tray. PVC is not
recommended as coating on galvanized steel tray due to rough surfaces and gas
emissions which may cause poor

Installation Products | ABB Electrification U.S.

With more than 200,000 products under our trusted brand names, these solutions
can be found wherever electricity is used.

© 2026 ROGER FIBRE ATELIER - All rights reserved



Page 4/5

318 T&B CABLE TRAY CABLE TRAY SYSTEMS

Why specify our cable tray? Nonmetallic cable tray systems have been tested and
proven in the harsh environment of the offshore oil and gas industry. This tray is
ideally suited to withstand the corrosive

Cable Tray Technical Guide A practical guide to product selection and ...

Cable Tray Technical Guide A practical guide to product selection and installation This
guide for engineers and installers has been developed by ABB as a practical
reference regarding cable tray

Full cable tray systems specification document

B. Cable tray systems are defined to include, but are not limited to straight sections
of [ladder type] [trough type] [solid bottom type] [channel type] cable trays, bends,
tees, elbows, drop-outs, supports

LEGRAND CABLE TRAYS TECHNICAL GUIDE

Not all cable trays are equivalent. The mechanical and electrical characteristics,
tests, certifications, overall quality management, recommendations mentioned in this
technical guide only apply to our

WebProcure

WebProcure offers best-in-class functionality, reaching end-to-end from requester to
procurement buyer to merchant, and all the way back! Designed specifically for the
public sector.

IEC Standard for Cable Tray: Complete Technical Guide

IEC Standard for Cable Tray: Complete Technical Guide The International
Electrotechnical Commission (IEC) provides detailed guidelines for

Cable Tray and Reels | Wire and Cable Management

Fast installation with dependable support. Everything you need to build a cable
management system, including Cablofil wire mesh cable tray, ladder cable tray,
prefab assemblies for brand circuit wiring,

Related Video Reference

This video was associated with the source search result. Verify technical details
against current product documentation and project requirements.
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Contact Us

Continue your research online:

Website: https://artduferoger.fr
Technical inquiry: https://artduferoger.fr/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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