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Cable Tray Specifications and Color Chart

Overview
With the new Swiftclip, lengths and fi ttings of Swifts cable tray can be fi tted without
the use of specialist tools – making it even faster, safer and easier to fi t.

Key Takeaways
Cable trays come in various models, materials, and finishes, including gray, black, pre-
galvanized, hot-dip galvanized, and powder-coated options, with specifications
tailored to load, span, and environmental conditions.

Cable Tray Models

Ladder Tray: Features side rails with rungs for cable support, ideal for heavy-duty
applications and long cable runs. Commonly used in data centers and industrial
installations (Hubbell NEXTFRAME® Ladder Tray). Channel Tray: U-shaped or C-
shaped, suitable for short cable runs or aesthetic applications, available with solid or
ventilated bottoms.

Wire Mesh Tray: Made of welded steel wire, lightweight and flexible, often used for
instrumentation and control cables. Solid or Perforated Tray: Solid trays provide
maximum protection, while perforated or ventilated trays allow heat dissipation and
airflow.

Materials and Finishes

Steel: Pre-galvanized or hot-dip galvanized for corrosion resistance; suitable for
industrial and outdoor environments. Stainless Steel: AISI 316L grade for high
corrosion resistance, especially in chlorinated or marine environments. Aluminum:
Lightweight, corrosion-resistant, and easily formable; ideal for indoor and outdoor
use.
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Fiberglass Reinforced Plastic (FRP): High resistance-to-weight ratio and excellent
corrosion resistance, suitable for chemical or wet environments.

Powder-

Coated or Painted: Available in gray, black, or custom colors to match equipment or
aesthetic requirements.

Specifications

Width and Depth: Varies by model; common widths range from 100 mm to 600 mm
or more, with depths from 50 mm to 150 mm. Load Capacity: Defined by tray type,
material, and support span; ladder trays typically support heavier loads than wire
mesh trays. Rung Spacing: Ladder trays usually have 150–230 mm spacing to
maintain cable support and proper bend radius.

Compliance: Most trays meet NEMA, UL, and CE standards, ensuring safety and
performance. Installation: Can be mounted on floors, walls, ceilings, or equipment
racks; modular systems allow easy configuration and expansion.

Color Considerations

Gray and Black: Common for data centers and equipment rooms to match racks and
cabinets.

Custom Powder-

Coated Colors: Available for aesthetic or identification purposes in commercial or
industrial projects.

Summary

When selecting a cable tray, consider model type, material, finish, load capacity,
environmental conditions, and compliance standards. Ladder trays are preferred for
heavy loads, wire mesh for flexibility, and solid or channel trays for protection or
aesthetics. Color options include gray, black, and custom powder-coated finishes to
suit project requirements.
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Article Content

GUIDE CABLE TRAYS TECHNICAL

NEMA VE 1-2017 Specifies requirements for metal cable trays and associated fittings
designed for use in accordance with the rules of Canadian Electrical Code, Part I and
the National Electrical Code®

CABLE TRAY SYSTEMS GUIDE

Hubbell''s NEXTFRAME® Ladder Tray is the effective and widely used cable runway
that supports and delivers bundles of cable between cabinets, racks, and closets,
along walls, and suspended from

SWIFTS CABLE TRAY

With the new Swiftclip, lengths and fi ttings of Swifts cable tray can be fi tted without
the use of specialist tools – making it even faster, safer and easier to fi t.

24 Series B-Line | PDF

The document provides information on Series 2, 3, 4, & 5 Aluminum straight sections
and accessories for cable tray systems, including a color-coded selection chart for
lead times. It outlines specifications

26 05 36 Cable Trays for Electrical Systems

Description: This product category covers metal cable trays and metal cable tray
systems intended for field assembly and for use in accordance with Article 392 of
NFPA 70.

Cable Tray Size Chart and Selection Guide

This comprehensive guide walks through the essential factors that determine proper
cable tray sizing, explains how to interpret dimensional specifications, and provides
practical insights into

TRAY CABLE COLOR CODE CHART

TRAY CABLE PVC Jacket PVC/Nylon Insulation 90°C – 600 Volt – UL Type TC-ER* 14
AWG E-2 Color Code 05-03-2017

Cable Tray Color Code and Segregation

Cable Tray Color Scheme and Segregation - Free download as PDF File (.pdf), Text
File (.txt) or view presentation slides online.

Product Specifications: CABLE TRAY
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FDG CABLE TRAY ng; Power, Data, and Audio Visual. A quick and easy system to
install without the need for specialised tools or equipment, makes it a first choice for
Comm solution that works for your

Cable Tray Technical Guide A practical guide to product selection and ...

Cable tray is considered to be a system. It must provide continuous support for
cables, and the electrical continuity of the cable tray system must be maintained.

Data Center Cable Tray Design Guide

This document outlines best practices and engineering standards for designing and
implementing structured cable and fiber tray systems in modern data centers. It
covers design guidelines,

Cable Tray Technical Guide A practical guide to product selection and ...

Cable Tray Technical Guide A practical guide to product selection and installation This
guide for engineers and installers has been developed by ABB as a practical
reference regarding cable tray
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Wire Mesh Tray Technical Guide

Cablofil wire mesh tray and sup-ports are designed to support any cable load allowed
by the NEC when supports are spaced on 8'' spans. Only the hea-viest cables (750
kcmil mulitconductor power or

Inside the World of Cable Tray Manufacturing

Progressive cable tray manufacturer facilities integrate smart sensors, predictive
maintenance systems, and real-time quality monitoring that optimize production
processes while

LEGRAND CABLE TRAYS TECHNICAL GUIDE

Not all cable trays are equivalent. The mechanical and electrical characteristics,
tests, certifications, overall quality management, recommendations mentioned in this
technical guide only apply to our

Cable Tray Color Code and Segregation

6. Cable trays of E4 class shall be utilized for electrical cables of current less than 20A
respectively. E4 cable trays shall be used for routing small power (conveinance
receptacles) & lighting circuits only. 7.
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Full cable tray systems specification document

B. Cable tray systems are defined to include, but are not limited to straight sections
of [ladder type] [trough type] [solid bottom type] [channel type] cable trays, bends,
tees, elbows, drop-outs, supports

Related Video Reference

This video was associated with the source search result. Verify technical details
against current product documentation and project requirements.

Contact Us

Continue your research online:

Website: https://artduferoger.fr
Technical inquiry: https://artduferoger.fr/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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