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Direct Sales Aggregation Switch QSFP-DD

Overview
TE Connectivity's (TE) QSFP-DD (quad small form-factor pluggable double density)
doubles the density of QSFP interconnects with an eight-lane electrical interface
capable of 28 Gbps NRZ or 56 Gbps PAM-4 to achieve 200 or 400 Gbps aggregate per
port. The QSFP-DD portfolio's backwards compatibility. This guide provides a
comprehensive overview of QSFP-DD compatible switches across major vendors,
explains the fundamentals of backward compatibility at the port level, and outlines
how to verify transceiver compatibility before procurement. The Cisco 400GBASE
Quad Small Form-Factor Pluggable Double Density (QSFP-DD) portfolio offers
customers a wide variety. Supporting the continuing growth in the bandwidth
demand and datacenter traffic driven by networking and AI/ML requirements, the
QSFP-DD (Double Density) Interconnect System delivers 8 lanes with up to 28 Gbps
NRZ or 56 Gbps-PAM4 (up to 400 Gbps aggregate) in a compact footprint that is
backward. H3C S9855 series switches are a new generation of high-performance,
high-density 400GE/100GE Ethernet switches launched by H3C for data centers.
Provides high-density 400GE/200GE/100GE ports; supports redundant pluggable
power supplies and fans. The S9855 can be used in the core and aggregation.

© 2026 ROGER FIBRE ATELIER - All rights reserved



Page 2/4

Article Content

QSFP-DD CONNECTORS & CABLE ASSEMBLIES PRODUCT

Our QSFP-DD cages feature a proprietary heat sink design, making them the only
solution to work in 15-18W applications at a low cost – providing superior thermal and
signal integrity performance.

QSFP-DD Compatible Switches: Complete 2025

Find which switches support QSFP-DD modules. Our 2025 guide covers Cisco, Arista,
Juniper and NVIDIA platforms with backward compatibility tips.

QSFP-DD Connectors, Cages and Cable Assemblies

QSFP-DD provides high-performance computing capability. The QSFP interconnects
density is doubled with electrical interface, providing superior

Cisco 400G QSFP-DD Cable and Transceiver Modules

It provides a QSFP-DD-to-QSFP-DD copper direct-attach solution. QDD-400-CuxM
cables are suitable for very short links and offer a cost-effective

QSFP-DD Connector System

QSFP-DD Interconnect System''s 8-lane electrical interface transmits 28G NRZ, 56G
PAM-4 and 112G PAM-4, up to 200, 400 or 800 Gbps aggregate. Backwards
compatible with QSFP.

H3C S9855 DataCenter Switches

The switch offers high-density 400G/200G/10G ports and a forwarding capacity as
high as 16Tbps, which enables the switch to provide high-density server access in
high-end data centers without

QSFP-DD Optical Transceivers for High-Speed Connections

QSFP-DD ports incorporate a riding heatsink that can be sized independently of the
optical module, added on top of the module, or placed between modules. This
flexibility enables switch and routing

QSFP-DD (Double Density) Interconnect System and Cable Assemblies

QSFP-DD Interconnect System''s 8-lane electrical interface transmits up to 28 Gbps
NRZ or 56/112 Gbps PAM-4, up to 200, 400 or 800 Gbps aggregate, with the same
footprint as QSFP Interconnects,

MikroTik · DDQ+DA0003
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This is the three meter version of the DAC. Flexible reach for connecting across racks.
Integrated QSFP-DD modules – just plug it in!

QSFP Breakout Cable Guide: 40G to 400G Configurations

Comprehensive QSFP breakout cable guide covering 40G-400G configs, DAC vs AOC
options, port mapping, vendor requirements & data center use cases.

1.6T Optical Transceiver Market Research Report 2034

A 1.6T optical transceiver delivers twice the aggregate bandwidth of an 800G
module, typically achieved through eight lanes of 200 Gbps each, within roughly the
same physical OSFP or QSFP-DD form

QSFP-DD Transceiver Guide 2026: Complete 400G/800G Deployment

800G QSFP-DD Module Types QSFP-DD Transceiver Cable Compatibility Passive Direct
Attach Copper (DAC) Active Electrical Cable (AEC) Active Optical Cable (AOC)
Breakout

400G QSFP-DD DAC Cables | Direct & Breakout | NVIDIA Optimized

Conclusion The 400G QSFP-DD DAC Collection combines high bandwidth, flexible
breakout options, and NVIDIA optimization to deliver powerful short-range
interconnects. With direct and breakout

QSFP-DD to 2 x QSFP Splitter (Breakout) Cables

Our line-up of Amphenol QSFP-DD to 2X QSFP Direct Attach Cables (DAC) are
optimized for server/switch data aggregation between a single QSFP-DD port on one
end and 2 QSFP ports on

Understanding QSFP Switches: A Comprehensive Guide to

In fact, QSFP switches are perfect for top of rack installations because they allow high-
bandwidth uplinks and aggregations of server connections thereby providing
effective and

Quadwire® 400G Ethernet QSFP-DD Direct Attach Cable

400G Quadwire® FDBC850QE1Cxx are QSFP-DD direct-attach cables designed for
400G Ethernet links. Each passive copper cable assembles 16 differential copper
pairs to provide 8 data

How to Choose QSFP-DD: Step-by-Step Selection Guide

Learn how to choose QSFP-DD transceivers for 400G/800G networks, including reach,
compatibility, power, and breakout options.

400G QSFP-DD Active Direct Attach Copper Twinax Cable
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Description 400G QDD-ACxx cable assemblies are high performance, high bandwidth
and cost effective interconnect solutions which support 400G standards with different
data rate applications. FS''s Quad

Contact Us

Continue your research online:

Website: https://artduferoger.fr
Technical inquiry: https://artduferoger.fr/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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