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Height of electrical distribution boxes at
construction sites

Overview
Install a distribution box at 4.5 to 5.5 feet high for safety, accessibility, and
compliance. This height ensures easy use and protection from hazards.

Key Takeaways
Electrical distribution boxes are typically installed with the bottom 1. 2–1. 5 meters
(4–5 feet) above the ground, ensuring accessibility, safety, and compliance with
standards.

Recommended Installation Heights

Indoor wall-mounted boxes: The centerline of the box is generally positioned between
4. 5 and 5. 5 feet (1.

4–1. 7 meters) above the floor to allow easy access without bending or stretching,
while keeping the box safe from accidental impacts or water spills. Outdoor boxes:
Should be mounted at least 3 feet (≈0.

9 meters) above ground to protect against water, dirt, and debris. Ground-mounted
stainless steel or IP67 enclosures: The bottom surface should be 1. 3–1.

5 meters above the ground, while mobile enclosures may be 0. 6–1. 5 meters high,
considering operator ergonomics for routine maintenance and instrument reading.
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Panelboards and breaker boxes (NEC 2023): The maximum mounting height for the
top of a panelboard or disconnect switch is 6 feet 7 inches (≈2 meters), with a
minimum workspace height of 6. 5 feet (≈2 meters) in front of the panel to ensure
safe operation.

Additional Considerations

Accessibility: Ensure the highest operable part is reachable without strain, typically
48–54 inches (1. 2–1. 37 meters) for frequently used controls.

Safety: Avoid wet areas, corrosive environments, or locations prone to impact or
vibration. Consistency: Maintain uniform installation heights within the same building,
with deviations not exceeding 10 mm for aesthetic and operational consistency.
Clearance: Provide sufficient working space around the box, typically 30 inches wide
and 36 inches deep, to allow maintenance and emergency access.

By following these height guidelines, construction sites can ensure ergonomic
operation, compliance with NEC and IEC standards, and long-term safety and
reliability of electrical distribution systems.

Article Content

What is the Ideal Installation Height for a Distribution Box

Install a distribution box at 4.5 to 5.5 feet high for safety, accessibility, and
compliance. This height ensures easy use and protection from hazards.

Height of electrical distribution box frame on construction site

Ensure safe placement: install in dry, accessible areas with good ventilation and at
appropriate height (typically ~1.5m). Practice good wiring: secure grounding, neat
cable ... Install a distribution box at

Installation Height And Location Selection Requirements For Ground ...

The distance between the distribution box and the switch box should not exceed 30
meters, and the horizontal distance between the switch box and the fixed electrical
equipment it controls should not

MOUNTING HEIGHTS FOR ELECTRICAL DEVICES ELECTRICAL

CONTRACTOR SHALL FIELD VERIFY EXACT ROUTING AS FIELD CONDITION DICTATES
AT THE TIME OF CONSTRUCTION. PROVIDE PULL BOXES SIZED AS PER NFPA-70
LATEST EDITION.

THE NEW YORK CITY ELECTRICAL CODE
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Order any person or corporation engaged in supplying electrical energy to
discontinue such supply as specified in such order if the wiring or appliances for
electric light, heat, power, signaling,

605.3 Working space and clearance.

A working space of not less than 30 inches (762 mm) in width, 36 inches (914 mm) in
depth and 78 inches (1981 mm) in height shall be provided in front of electrical
service equipment.

How high should the distribution box be installed for safety

According to standards, the height from the bottom edge of a distribution box to the
floor is generally 1.5m, and for distribution boards, it should not be less than 1.8m.

Specifications for Electric Installations

This guide is intended to protect the mutual interest of our electric customer and Con
Edison. Close attention and adherence to our Electric Specifications will ensure timely
and efficient installation of an

How High Should You Mount an Electrical Panel?

Determine the precise, code-compliant height for mounting your electrical panel,
including crucial working space and location restrictions.

Construction site electrical enclosure

Find your construction site electrical enclosure easily amongst the 25 products from
the leading brands (BIO-UV, YSCABINET, ERLO, ...) on DirectIndustry, the

Site Boxes IP44 IK09 Single-Phase and Three-Phase

Site Boxes On a construction site, temporary power supply determines the safety of
the entire team and the continuity of work. The site box is the central element of
temporary electrical distribution: it

How To Maximize Worksite Safety When Using Power Distribution Boxes

Power distribution boxes are a perfect and safe option. Temporary power distribution
is an essential but potentially dangerous aspect of most jobs. Temporary electrical
power is utilized in

ENERGY METALBOX Assemblies for Construction Sites (ACS) distribution ...

ENERGY METALBOX range consists of construction site distribution boards in metal
cabinets with technopolymer socket-outlets. The steel sheet enclosure is fitted with
double lock doors to prevent

Temporary Power Safety: Distribution Boxes + Industrial
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Learn how construction power, temporary electrical boxes, and IP67 connectors
combine with E-abel distribution panels and Weipu industrial

Everything You Need to Know About Temporary Power

Portable construction boxes give you the immediate, consistent electricity you need
to provide essential services at all times. Since power

How to Make Temporary Power Safer on Construction

Loose wiring, exposed connectors, and unstable electrical connections can cause
shocks, equipment failures, or costly downtime. This

Temporary Construction Power Box Guide: Portable Distribution

Learn how temporary power boxes work on construction sites. Discover how E-abel
portable distribution cabinets and IP67 waterproof connectors ensure safe and
reliable job site

Expert Guide: Select the Right Temporary Power Distribution Box

Conclusion Safe and efficient power management requires reliable temporary power
distribution boxes at construction sites, events, and emergency operations. These
versatile units substantially reduce

Contact Us

Continue your research online:

Website: https://artduferoger.fr
Technical inquiry: https://artduferoger.fr/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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