
Page 1/5ROGER FIBRE · artduferoger.fr

How to configure VLANs on the optical
port of a Huawei switch

Overview
Typical VLAN Configuration When an untagged frame arrives at an interface, the
switch adds the PVID of the interface to the frame. The frame is then transm.

Key Takeaways
VLANs on Huawei switch optical ports can be configured as access, trunk, or hybrid
ports using CLI commands, with PVID and allowed VLANs set according to network
requirements. Step 1: Access the Switch CLIConnect to the Huawei switch via
console, SSH, or Telnet. Enter system view to start configuration: CodeCopy system-
view Step 2: Create VLANsDefine the VLANs you need and optionally add
descriptions: CodeCopy vlan 100[Huawei-vlan100] description Sales_VLAN[Huawei-
vlan100] quit vlan 200[Huawei-vlan200] description IT_VLAN[Huawei-vlan200] quit
Step 3: Configure the Optical PortOptical ports are typically GigabitEthernet or
10GigabitEthernet interfaces.

Decide whether the port will be access, trunk, or hybrid: Access Port (single
VLAN)CodeCopy interface GigabitEthernet0/0/1[Huawei-GigabitEthernet0/0/1] port
link-type access[Huawei-GigabitEthernet0/0/1] port default vlan 100[Huawei-
GigabitEthernet0/0/1] quit port link-type access: sets the port for end devices.port
default vlan 100: assigns VLAN 100 to untagged frames. Trunk Port (multiple
VLANs)CodeCopy interface GigabitEthernet0/0/10[Huawei-GigabitEthernet0/0/10]
port link-type trunk[Huawei-GigabitEthernet0/0/10] port trunk allow-pass vlan 100
200[Huawei-GigabitEthernet0/0/10] quit port link-type trunk: allows multiple
VLANs.port trunk allow-pass vlan 100 200: specifies which VLANs can pass through
the trunk.
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Hybrid Port (mixed tagged and untagged)CodeCopy interface
GigabitEthernet0/0/2[Huawei-GigabitEthernet0/0/2] port link-type hybrid[Huawei-
GigabitEthernet0/0/2] port hybrid pvid vlan 100[Huawei-GigabitEthernet0/0/2] port
hybrid vlan 100 200 tagged[Huawei-GigabitEthernet0/0/2] quit port hybrid pvid vlan
100: sets the default VLAN for untagged frames.port hybrid vlan 100 200 tagged:
allows tagged frames for multiple VLANs. Step 4: Configure VLAN Interface
(Optional)If you need Layer 3 connectivity for the VLAN: CodeCopy interface
Vlanif100[Huawei-Vlanif100] ip address 192. 168.

100. 1 255. 255.

255. 0[Huawei-Vlanif100] quit Step 5: Verify ConfigurationCheck VLAN assignments
and port types: CodeCopy display vlan display port vlan display vlan: shows all VLANs
and member ports.display port vlan: shows port link type, PVID, and allowed VLANs.
NotesPVID: The default VLAN ID for untagged frames on access or hybrid ports.

Tagged vs Untagged: Trunk ports carry tagged frames; access ports carry untagged
frames. Optical ports: Commands are the same as for copper ports; ensure the
interface name matches the optical module (e.g., GigabitEthernet0/0/10 or
10GE0/0/1). By following these steps, you can configure VLANs on Huawei switch
optical ports for access, trunk, or hybrid scenarios, ensuring proper segmentation and
traffic isolation across your network.

Article Content

Typical VLAN Configuration

When an untagged frame arrives at an interface, the switch adds the PVID of the
interface to the frame. The frame is then transmitted in the VLAN specified by the
PVID. It is simple to define VLAN

Assigning VLANs

Interface-based VLAN assignment is the simplest and most effective method for
assigning VLANs. With interface-based VLAN assignment, an interface is added to a
VLAN, after which the interface can

VLAN Configuration on Huawei Switch | Access, Trunk & Hybrid Ports ...

This tutorial covers everything from VLAN creation to interface assignment and
verification — perfect for beginners and network professionals alike. �� Topics
Covered: Entering system view ...

Huawei VLAN Configuration on Huawei Switches ⋆ | Huawei NE40

In this lesson we will learn Huawei VLAN Configuration on Huawei Switches. VLAN
Configuration is one of the key lessons for Huawei HCNA.
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Huawei Switch Configuration Guide | PDF | Internet Protocols

The document provides configuration instructions and commands for basic switch
configuration using Huawei switches. It covers topics such as changing the hostname,
configuring user accounts and

HUAWEI SWITCH BASIC CONFIGURATIONS WITH EXAMPLE(5

How to configure VLAN on Huawei: Virtual Local Area Network (VLAN) technology
divides a physical LAN into multiple broadcast domains, each of which is called a
VLAN.

01-04 VLAN CONFIGURATION

To enable communication between the switch and these devices, the switch
interfaces must be able to identify whether an Ethernet frame is tagged, and then
decide whether to add VLAN tags to or

Huawei Switch VLAN, Trunk, VLANIF Configuration Tutorial

Learn to configure VLANs, trunks, and VLANIFs on Huawei switches. Step-by-step
tutorial with examples for network configuration.

VLAN Configuration on Huawei S5720 Switch | PDF

This document provides a step-by-step guide for configuring VLANs on Huawei S5720
switches, including prerequisites and detailed CLI commands. It outlines the process
of accessing the switch,

Huawei CloudEngine S6730-H-V2 Series 25GE Switches Datasheet

CloudEngine S6730-H-V2 series 25GE switches offer 25GE, 40GE, and 100GE port
types, flexibly adapting to diversified network bandwidth requirements. They also
support cloud management and

Troubleshooting Huawei EG8145V5: Optical Interfaces, Stacking

Overview Welcome to the technical support FAQ for the Huawei EchoLife EG8145V5.
This routing-type Optical Network Terminal (ONT) is a key component in Huawei''s all-
optical access solution, utilizing

FiberHome AN5516 OLT FAQ: Expert Answers to Network Integration ...

For example, when using UFiber ONUs, specific commands like set
pon_interconnection_switch may be needed to ensure interoperability . While the
AN5516 is optimized for FiberHome''s own ONT series,

ITPro Today, Network Computing, IoT World Today combine
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ITPro Today, Network Computing and IoT World Today have combined with
TechTarget . The page you are looking for may no longer exist.

Enterprise High-Availability: VRRP, MLAG & ECMP Explained

Eliminate network downtime with our 2026 High-Availability guide. Compare VRRP,
MLAG, and ECMP to build a fault-tolerant multi-vendor network architecture.

Huawei CloudEngine S6750-H Series 25GE Switches Datasheet

Huawei CloudEngine S6750-H Series 25GE Switches Datasheet Huawei CloudEngine
S6750-H series 25GE switches are next-generation enterprise-class core and
aggregation switches that provide 48 x

Optical Line Terminal (OLT) The Ultimate Guide

The guide demystify what an OLT is, how it operates, the different technologies and
the knowledge for configuration, and compatibility.

maltego/top100Kenglishwords.txt at master

Custom Maltego transforms. Contribute to michenriksen/maltego development by
creating an account on GitHub.

How to Choose the Best Optical Line Terminal: A Complete Buying

When selecting the best optical line terminal for your network infrastructure,
prioritize compatibility with your existing GPON or EPON system, required port
density, and power efficiency.

Related Video Reference

This video was associated with the source search result. Verify technical details
against current product documentation and project requirements.
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Contact Us

Continue your research online:

Website: https://artduferoger.fr
Technical inquiry: https://artduferoger.fr/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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