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How to configure a broadband
aggregation switch

Overview
To configure two or more ports, up to eight, as a port aggregate, navigate to
Switching > Monitor > Switch ports and select the target ports, then choose
"Aggregate".

Key Takeaways
Configuring a broadband aggregation switch involves creating link aggregation
groups (LAGs), assigning VLANs, and optionally enabling LACP for dynamic link
management to increase bandwidth and reliability. Step 1: Access the SwitchConnect
to the switch via console, SSH, or Telnet using administrative credentials. Enter
privileged mode (e.g., enable on Cisco) and then configuration mode (configure
terminal) to make changes.

Step 2: Plan Link AggregationIdentify the physical ports to be aggregated. Decide
whether to use static aggregation (manual) or dynamic aggregation with LACP (IEEE
802. 3ad) for automatic negotiation.

Ensure all member ports have the same speed, duplex, and flow control settings.
Step 3: Configure Link AggregationFor LACP (dynamic aggregation): Assign ports to a
LAG group and set the mode to Active on both ends. Example for TP-Link: Go to
Switching → LAG → LACP Config, select ports, assign an Admin Key, enable the group,
and apply settings.

For static/manual aggregation: Create an Eth-Trunk or aggregate interface and add
member ports. Ensure the remote device mirrors the configuration for proper
communication.
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Cisco CL

I example: CodeCopyinterface range GigabitEthernet1/0/21-22 channel-group 1 mode
active Configure the aggregated interface as a VLAN member or trunk depending on
your network design. Step 4: VLAN and Trunk ConfigurationAssign the aggregated
interface to the required VLANs for Layer 2 traffic segregation. If multiple VLANs are
needed, configure the interface as a trunk and allow the necessary VLANs:
CodeCopyinterface Port-channel1 switchport mode trunk switchport trunk allowed
vlan 10,20 Verify VLAN connectivity between switches to ensure proper inter-VLAN
communication.

Step 5: Verification and Best PracticesCheck the status of the LAG or Eth-Trunk to
confirm all member ports are active. Use commands like show etherchannel
summary (Cisco) or equivalent on other vendors. Avoid connecting multiple physical
links without aggregation, as it can cause broadcast storms.

Ensure consistent configuration on both ends of the aggregated link for stability and
load balancing. Step 6: Save ConfigurationSave the configuration to prevent loss after
a reboot: CodeCopywrite memory orCodeCopycopy running-config startup-config By
following these steps, you can successfully configure a broadband aggregation switch
to increase bandwidth, improve redundancy, and support multiple VLANs across your
network.

Article Content

Broadband Access Aggregation and DSL Configuration Guide

Before you begin to perform the tasks required to accomplish broadband access
aggregation, there are several preparatory tasks that you can perform at your option
to enable you to complete the

Link Aggregation: Static vs Dynamic, LACP, and MLAG

This article provides a comprehensive explanation of link aggregation — covering
LACP, static vs dynamic link aggregation, and MLAG

Tutorial

Learn how to configure a Cisco Switch Link Aggregation using the command-line, by
following this simple step-by-step tutorial, you will be able to create a new Link
aggregation and

Link Aggregation and Load Balancing

To configure two or more ports, up to eight, as a port aggregate, navigate to
Switching > Monitor > Switch ports and select the target ports, then choose
"Aggregate".

© 2026 ROGER FIBRE ATELIER - All rights reserved



Page 3/4

Port Aggregation FAQs

To learn how to configure an MC-LAG setup, see this guide. Find help and support for
Ubiquiti products, view online documentation and get the latest downloads.

The Ultimate Guide to Installing and Configuring the Ubiquiti UniFi ...

The Ubiquiti UniFi Switch Aggregation (USW-Aggregation) is a powerful, high-capacity
switch, perfect for streamlining and enhancing network performance. This guide will
walk you through

Tutorial of Switch Link Aggregation (V4.80) — Zyxel Community

Zyxel switches support two methods of link aggregation: Static Binding (Trunking)
and LACP (Dynamic Bonding). Note: To prevent the formation of network loops,
configuring link aggregation is a

Unlock Speed with Ethernet Port Aggregation Guide

Follow the device''s guide to group ports, set link requirements, and pick a monitoring
interval. Some setups include trunking or VLAN tagging for more flexibility.

Switching

The article explains how to set up Link Aggregation (LAG) on a switch, detailing the
differences between Static LAG and LACP (Link Aggregation Control Protocol).

VLAN and LAGG Setup — OPNsense documentation

The OPNsense and the Switch are either connected with a single network cable, or
with multiple network cables via Link Aggregation. The Port Mode describes the
configuration of the Managed

Dual-WAN vs. Link Aggregation, Explained

Learn all about the differences (and similarities) between Dual-WAN and Link
Aggregation, and the steps to set them up in your supported hardware.

Configuring MC-LAG in UniFi Network – Ubiquiti Help Center

Configuring MC-LAG in UniFi Network Multi-Chassis Link Aggregation Group (MC-LAG)
enables redundancy and load balancing by connecting two ECS-Aggregation switches
as an MC-LAG pair.

Wi-Fi Signal Drops and Connection Issues: 100

Having trouble staying connected? Here''s a large collection of tips to likely fix those
common Wi-Fi signal drops and connection issues.

Unlock Speed with Ethernet Port Aggregation Guide
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Did you know that fixed broadband speeds in the United States now average over
150 Mbps? Many connections stall because of single-port limits. This leaves users
stuck in the slow lane.

How to Set Up VoIP in 7 Simple Steps (Tips & Best

Considering switching to VoIP, but not sure where to begin? This complete guide will
show you how to set up VoIP in a few simple steps.

Aggregation Switches Market Research Report 2034

Aggregation Switches Market was valued at $11.13 billion in 2025, projected to reach
$22.82 billion by 2034, growing at 8.2% CAGR. Driven by cloud expansion, 5G
deployment, and AI infrastructure.

How To Set Up Switch Link Aggregation

Managed switches provide many advantages for a growing network, including
support for VLANs, QoS, and Trunking. I touched on simple VLAN configuration a while
back. In this article, I''m going to

Broadband Access Aggregation and DSL Configuration Guide

Before configuring broadband access aggregation, you will need to know the
information that is presented in the "Understanding Broadband Access Aggregation"
module.

Related Video Reference

This video was associated with the source search result. Verify technical details
against current product documentation and project requirements.

Contact Us

Continue your research online:

Website: https://artduferoger.fr
Technical inquiry: https://artduferoger.fr/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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