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Huawei ESPF gigabit optical module

Overview

The SFP-GE-SX-MM850 is a Small Form-Factor Pluggable (SFP) transceiver module
designed for gigabit Ethernet applications. This specific model provides multimode
fiber connectivity, making it suitable for short-distance data transmission. They
comply with the specifications defined in the multi-source agreement (MSA) and
support synchronous optical network (SONET), Gigabit Ethernet (GE), fiber channel,
and other communication. The eSFP-GE-SX-MM850 optical module is a Huawei
Gigabit multimode optical module with DOM/DDM support, which is packaged in an
SFP package with a center wavelength of 850 nm. When used with multimode optical
fiber (LC/PC-LC/PC OM2), the transmission distance can reach up to 550 m, the
transmission. The Huawei eSFP-GE-SX-MM850 is a Gigabit Ethernet optical
transceiver designed for short-reach multimode fiber links in enterprise and data
center networks. 25G-SFP-550D multi-vendor 1000BASE-SX transceiver. 3z) and 1G
Fibre Channel SW at 1. 0625 Gbps over duplex multimode fiber, with an 850nm
VCSEL transmitter and a PIN. Buy genuine Huawei GE opitcal modules from
GenuineModules. com with best price and fast worldwide shipping.
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Article Content
Optical Module Encapsulation Types

An SFP+ optical module is an enhanced version of an SFP optical module and
supports data rates up to 10 Gbit/s. An SFP+ optical module supports multiple rates,
such as FC800, 10GE WAN, 10GE LAN,

1Gbps eSFP Optical Modules

1Gbps eSFP Optical Modules OSUO15N00 S-SFP-GE-LH40-SM1310 S-SFP-GE-
LH40-SM1550 S-SFP-GE-LH80-SM1550 SFP-GE-LX-SM1310 SFP-GE-LX-SM1310-BIDI
(02315285) SFP-GE-LX-SM1490

Huawei eSFP-GE-SX-MM850 Gigabit Optical Module Overview

The eSFP-GE-SX-MM850 optical module is a Huawei Gigabit multimode optical module
with DOM/DDM support, which is packaged in an SFP package with a center
wavelength of 850 nm.

Huawei eSFP-GE-SX-MM850 Compatible 1000BASE-SX

It runs Gigabit Ethernet at 1.25 Gbps (IEEE 802.3z) and 1G Fibre Channel SW at
1.0625 Gbps over duplex multimode fiber, with an 850nm VCSEL transmitter and a
PIN photodiode receiver.

Huawei GE Optical Modules

Buy genuine Huawei GE opitcal modules from GenuineModules with best price and
fast worldwide shipping.

02315204

And the Huawei eSFP-GE-SX-MM850 Optical Transeiver, eSFP, GE, Multi-mode Module
(850nm, 0.55km, LC) is factory new with original packaging. Buy it now

01-10 OPTICAL MODULES

Huawei S series devices support optical modules of the following encapsulation types:
CFP, QSFP+, QSFP28, XFP, SFP, eSFP, and SFP+. All optical modules are hot
swappable.

eSFP-GE-SX-MM850, Huawei eSFP Optical

Huawei eSFP-GE-SX-MM850 Overview The Huawei eSFP-GE-SX-MM850 is a Gigabit
Ethernet optical transceiver designed for short-reach multimode fiber

Types of Optical Modules

© 2026 ROGER FIBRE ATELIER - All rights reserved



Page 3/4

Huawei S series devices support optical modules of the following encapsulation types:
CFP, CFP2, QSFP+, QSFP28, XFP, SFP, eSFP, and SFP+. All optical modules are hot
swappable.

1Gbps eSFP Optical Modules

This document provides technical details about 1Gbps eSFP Optical Modules,
including specifications and support information.

Understanding Optical Modules

This document explains optical modules, their types, and applications, providing a
comprehensive understanding of their functionality and usage.

10 Gbit/s SFP+ Optical Modules

10 Gbit/s SFP+ optical modules apply to 10 GE optical ports. The wavelength can be
850 nm, 1310 nm, or 1550 nm, and the transmission distance ranges from 0.5 km
(0.31 mi) to 80 km (49.71 mi).

Optical Module Encapsulation Types

SFP/eSFP Optical Module Small form-factor pluggable (SFP) optical modules are
compact, hot-swappable, low-speed optical modules. They comply with the
specifications defined in the muilti

SFP-GE-LX-SM1310 (02315200)

This document provides specifications and details about the SFP-GE-LX-SM1310
optical module for Huawei devices.

Huawei SFP-GE-LX-SM1310 1GE 1310nm 10km SFP Optical

The Huawei SFP-GE-LX-SM1310 is a carrier-grade optical transceiver designed for
Gigabit Ethernet over single-mode fiber. Operating at 1.25Gbps with a 1310 nm
wavelength, it delivers stable GE

1 Gbit/s SFP Optical/Electrical Modules

1 Gbit/s SFP optical/electrical module apply to GE interfaces for interconnection
between GE optical and electrical interfaces. SFP-1000BaseT

Huawei Optical Modules and Cables

Buy Genuine Huawei Optical Modules and Cables from GenuineModules with best
price and fast worldwide shipping.

SFP-10G-LR, Huawei SFP+ Optical Transceiver, 10G, 1310nm, 10km
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Huawei SFP-10G-LR 10G SFP+ 1310nm 10km single-mode LC module for enterprise
and carrier networks. Check real-time Huawei 10G SFP module price online. Global
Shipping & Tech Support.

Contact Us

Continue your research online:

Website: https://artduferoger.fr
Technical inquiry: https://artduferoger.fr/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.

© 2026 ROGER FIBRE ATELIER - All rights reserved


http://www.tcpdf.org

