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Standard 19-inch chassis depth

-

Overview

Originally, the mounting holes were tapped with a particular screw thread. When rack
rails are too thin to tap, rivet nuts or other threaded inserts can be used, and when
the particular class of equipment to be mounted is known in advance, some of the
holes can be omitted from the mounting rails.

Key Takeaways

The depth of a 19-inch chassis typically ranges from 600 mm to 1200 mm (24-48
inches), depending on the type of equipment and installation requirements.

Standard Dimensions

A 19-inch chassis is defined by a front panel width of 19 inches (482. 6 mm), which
allows compatibility with standardized racks and enclosures. The height is measured
in rack units (U), where 1U equals 1.

75 inches (44. 45 mm). Depth, however, is not standardized and varies based on the
intended application, cooling needs, and internal components.

Typical Depth Ranges

Shallow chassis: Around 600-800 mm (24-32 inches), often used for network
switches, patch panels, or compact industrial equipment. Standard server or
industrial chassis: 800-1000 mm (32-40 inches), suitable for most rack-mounted
servers, storage arrays, and power supplies. Deep chassis: 1000-1200 mm (40-48
inches), used for high-capacity servers, specialized industrial systems, or equipment
requiring extensive cabling and airflow management.
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Factors Affecting Depth Selection

Cooling and airflow: Deeper chassis allow better airflow and accommodate larger fans
or heat sinks. Cable management: Equipment with extensive cabling may require
additional rear space. Component size: Power supplies, batteries, or measurement
instruments may dictate a deeper enclosure.

Rack compatibility: Ensure the chassis depth fits within the rack or cabinet while
leaving space for rear access and ventilation. Materials and Construction19-inch
chassis are commonly made from steel for durability and EMC shielding or aluminium
for lightweight and heat dissipation. Surface finishes like powder coating, anodizing,
or nickel plating enhance corrosion resistance and longevity.

In summary, while the width and height of a 19-inch chassis are standardized, the
depth is flexible, typically ranging from 600 mm to 1200 mm (24-48 inches), and
should be chosen based on equipment type, cooling, and installation requirements.

Article Content
19-Inch Rack Size and Dimensions Explained: The Complete Guide to ...

Its standardized rack size and dimensions — 19 inches wide, 1.75-inch rack unit (U)
high, and 600-1200 mm deep —provide the interoperability required for modern IT,
telecommunications,

19-inch rack
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Originally, the mounting holes were tapped with a particular screw thread. When rack
rails are too thin to tap, rivet nuts or other threaded inserts can be used, and when
the particular class of equipment to be mounted is known in advance, some of the
holes can be omitted from the mounting rails. Threaded mounting holes in racks
where the equipment is frequently changed are pr

The Complete Guide to 19-Inch Industrial Chassis:

This guide gives you a clear, practical overview of 19-inch industrial chassis design,
the differences between steel and aluminium, key finishing

Standards of 19-Inch Rack: depth, width 5 — SysRacks Explained

The standard width for a 19u rack is 19 inches (ca. 48 cm). The depth can vary,
typically from 600 mm to 800 mm. Pick a depth that fits your equipment and allows
for proper cable

What You Need to Know About Standard Rack Mount Dimensions
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For a small office or branch location, where you might have only a handful of servers,
a couple of switches, and a UPS, a 22U-27U rack with 19-inch mounting width and
around 36-42

Server Rack Sizes & Dimensions Guide 2026

The most common server rack size is 42U, 19-inch width, with 1000 mm depth. This
configuration fits most enterprise servers and networking equipment while still
leaving room for cable

A Definitive Guide to 19-Inch Server Rack Sizes | Everpure

19-Inch Rack Dimensions: Height, Width, Depth While the width of server racks is
fixed at 19 inches, the height and depth of modules can vary considerably depending
on what you''re trying to install in the

Rack Mount Dimensions: 19-Inch Standard Guide for Equipment

In 1922, AT&T established this standard to optimize telecommunications equipment
storage. By choosing 1.75 inches instead of 2 inches, engineers achieved three
strategic goals: From the metal

Chassis 19" Atlas | Atos Racks

Dimensional characteristics Width: 19" standard Depths: 360, 460 and 563 mm
Heights: 2U to 12U Load: 40 Kg Standards: IEA-310D, IEC-60297, DIN-41494

19 Equipment Rack Dimensions: Standard U Sizes & Specs

Discover standard 19 equipment rack dimensions, including U sizes, width, depth,
and EIA-310 compliance. Click to learn key specs for server racks, wall-mounted
cabinets, and open frame

Dual ITX Case Guide: How to Choose the Right Dual-Mini-ITX Chassis

What''s the shortest depth dual ITX case available? MyElectronics" 19-inch 2U case
measures just 223 mm deep—ideal for shallow wall-mount or under-desk
deployment. Verify GPU

What Is 1U Server Rack Size? Exact Dimensions in Inches & mm

Width includes ears — not chassis: The “19-inch” specification refers to the distance
between the inner edges of mounting flanges (ears), not the device's body width. A
1U server may be

A Definitive Guide to 19-Inch Server Rack Sizes | Everpure

19 inches is the standard width of a mountable server rack. In this guide, we"ll cover
everything you need to know about sizing rack servers.
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Rack Requirements

Standard 19-inch four-post EIA rack, with mounting rails that conform to English
universal hole spacing per section 1 of ANSI/EIA-310-D-1992. See the section entitled
"Standard Open Rack Requirements."

19-Inch Rack Size and Dimensions Explained: The Complete Guide to ...

Discover the essential guide to 19-inch rack sizes and dimensions for servers and
rackmount PCs. Learn about standards, specifications, and best practices today!

The Secrets of a 19-Inch Server Rack Design

Unveil the secrets behind 19-inch server rack design and maximize your server room
space. Learn how to make the most of your server storage with our expert tips.

Comprehensive Guide to 19-Inch Server Racks for Beginners

This guide is your gateway to mastering the fundamentals of 19-inch server racks,
from their standard dimensions to the intricacies of installation. We"ll delve into the
EIA-310-D standards,

Rack Mounting FAQ

Comparable to 19-inch rack frame enclosures, a half-rack, 10-inch rack, or 10.5" rack
only uses half the width of a standard 19" rack, thus offering a related modular
mounting option but on a smaller footprint.

Contact Us

Continue your research online:

Website: https://artduferoger.fr
Technical inquiry: https://artduferoger.fr/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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